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  1:  

: 

  2
 ( )

 (±) 
  (18-28ºC, 1 yr.)

2 mV 0.02 % RDG + 5 COUNTS

20 mV 0.02 % RDG + 4 COUNTS

200 mV 0.02 % RDG + 2 COUNTS

2 V 0.02 % RDG + 2 COUNTS

2 V (2 M� & 20 M� ranges) 0.04 % RDG + 2 COUNTS

:
/Fast Continuous:

 (+REF/0), 
.

/Delayed One-
Shot:

.

/Delayed Continuous:

 (+REF/-REF).

/Fast One-Shot:
.

 ± (0.05 % + 5 COUNTS)

  3
 ( )

 (±) 
  (0-18 ºC and 28-50 ºC)

2 mV 0.004 % RDG + 1 COUNT

20 mV 0.004 % RDG + 0.5 COUNTS

200 mV 0.002 % RDG + 0.1 COUNTS

2 V 0.002 % RDG + 0.1 COUNTS

2 V (2 M� & 20 M� ranges) 0.008 % RDG + 0.5 COUNTS
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  5:  

10 ms 100 rdg/s 12 ms

 delay = 1 ms 36 ms 27 rdg/s 38 ms

 delay = 5 ms 45 ms 22 rdg/s 47 ms

 delay = 10 ms 55 ms 18 rdg/s 57 ms

  4: 

 v.  v. 

  2 mV 20 mV 200 mV 2 V 2 mV 20 mV 200 mV 2  V

20 m�

2 m�(1750)

 d d
 d 

200 m�  d d

2 � F

F

 d d

20 � F  d d

200 � F F  d d d

2 k� F F  d d

20 k� F  d d

200 k�  d

2 M�  d

20 M�  d

NOTES:
1. (F)

(10ms)

2. D

3. = 2×

+ +1.7ms
60Hz

10ms
55.0ms

4. 

    1ms 250ms

    1ms

, , %  (
)

-1740: TRIGGER IN  READING DONE  
  BNC 
-1750 1740/GPIB: IEEE-488.1, RS-232C, RS-422

4-1/2 , 2x16 , 

4  (DUT)

LEMO 

± 15 V  IEC-801-2

: 100 % , < 25 �s
: 200 % , < 30 �s

60 dB 

: 0 ºC to +50 ºC, < 80 % RH;
: -35 ºC to +60 ºC, < 90 % RH

CE Class A: EN 55022, EN 61000-3-2, 
EN 61000-3-3

<100 VA, 108-132 VAC or 216-264 VAC, 50/60 Hz

:

13.3 cm x 21.7 cm x 33.0 cm
(5.2 x 8.5 x 13.0 in) H X W X d

4.2 kg (9 lb. 4 oz)

.
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1.5m

1.5mm 0.4mm

P/N MCP-A 2

MKP/1750-5 

MCP/1750-5

“sense” “force”

TEGAM 5 1.5m
2.8mm.

P/N MKP-B, MKP-F, MKP-H, MKP-J,
( MKP/1750-5 )

Spear

Flat

Serrated

Spherical Radius

Star with Ratator Option

MKP/1750-5

MKP/1750-5

MCP/1750-5

Red Dot 
I-V-

Drive (Outer
Conductor)V+

Guard Sense (InnerI+ Conductor)
MCP/1750-5

Red Dot 
I-V-

DriveV+

Sense(Label Side)I+ Guard

MKP/1750-5
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Kelvin Klips 1750/1740

16mm 0.9

17501

Spade Lug Adapter 1750/1740 (Spade Lug)

4 90
0.75 1.90cm 3.0 7.62cm

Male LEMO Strain Relief

LEMO 1740/1750
1.5

2.5

Kelvin ( )
12.7mm 1750/1740

5 (1.52m). ( )
: P/N 47422 ( ), 47423 ( ), 47424 ( )
12

1740/1750

( MKP-10 )

17501

KK100

17502

17503

17505 LEMO

17506-5

17507
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